Current Scheme

dcm-3-02-02
TECC Temperature Monitoring Scan Interval (click to set). 5 second

TECC Temperature for every FEB
INACTIVE INACTIVE INACTIVE INACTIVE [SEMNZANC| INACTIVE 12.19 C [SE4NOANE] 12.13 C INACTIVE 12.51 C INACTIVE INACTIVE INACTIVE INACTIVE INACTIVE
FEB # 0 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15

INACTIVE 12.92 C 12.98 C _ 12,51 C 12.76 C INACTIVE INACTIVE INACTIVE INACTIVE INACTIVE INACTIVE INACTIVE INACTIVE 12.63 C INACTIVE

FEB # 16 17 18 19 20 21 22 23 28 29 30 31
]
12,63 C -16.93 C 12,00 C INACTIVE INACTIVE INACTIm M on ltor IVE INACTIVE INACTIVE 11.91 C INACTIVE
FEB # 32 33 34 35 36 37 38 39 44 45 46 47

12.70 C 12.47 C 12.22 C 26.58 C INACTIVE INACTIVE INACTIVE INACTIVE 12,13 C INACTIVE INACTIVE 12.25 C  INACTIVE INACTIVE INACTIVE INACTIVE
FEB# 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63

[N Cooling is active; reading s okay.

BN Cooiing is active; reading is in minor alarm.
S cooling is active; reading is in major alarm.

CSS GUI
INACTIVE FEB is inactive.

TECC Temperature Control
- - Instructions to tum specific TECCs on and off:
FEB # 0123456 7 8 910111213141516 29 30 31
1. Select the FEB(s) on which you want to tum the
Cooing 9090000000000 0000 re o TECC on and deselect the one(s) that you want to tum
(onofy | D DID DR B0 RI0DIDIDDD B0 C t I (=jlu] off. You are effectively setting a bit mask.
FEB # 32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 47 48 o n ro i1 62 63 2.7Turn the "Apply Mask" switch off and then on again to
Coolng 9900000000000 0000 D@ @ ApplyMask PPy themask.
@y, DOCPOOCOECOCOCOECOCOCOECOCOOCCOCOOOCOOOCODD
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TECC Temperature Monitoring

dcm-3-02-02

TECC Temperature for every FEB
INACTIVE INACTIVE INACTIVE INACTIVE [SEMN74NG| INACTIVE 12.19 C [SE4NSANE] 12.13 C INACTIVE

Scan Interval (click to set)

5 second
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Alarmer

PV Archiver
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Instructions to tur specific TECCs on and off:
1. Select the FEB(s) on which you want to tum the
TECC on and deselect the one(s) that you want to turn
off. You are effectively setting a bit mask.

2.Tum the *Apply Mask* switch off and then on again to

00000000000 000OOO _ _ _ _ _ _,______ 9 ®® Applymask PPy themask.
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